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REMARKS:
(1) Consult our Technica! Services for other dimension.
(2) Being one of our aims a constant development of our products, the characteristics of described material may
be altered with warning.

Component Material Standard 

EN 10025 
DIN EN 1563 (DIN 1693) 
DIN EN 1563 (DIN 1693) 

Zinc coated steel ST 37  
Ductile iron GGG 50 (EN-GJS-500-7) 
Ductile iron GGG 50  (EN-GJS-500-7) PP 
PP 
PP 
PP 
PP

Square bar 
Spindle cap  
Bottom Adaptor 
Protection Tube 
Top Cover  
Bottom cover 
Bottom Connector 
Bolt 
Split 

Steel zine plated CL. 8.8 yellow passivated 
Stainless steel A2 AISI 304 

H = 650 H = 1000 

DN A Ø D Code Code weight (kg) weight (kg) 

27 63 10703270 10703360 2.4 3.3 
27 63 10703252 10703365 2.4 3.3 
27 63 10703254 10703370 2.4 3.3 
27 63 10703258 10703375 3.0 4.4 
27 75 10703262 10703380 3.2 4.7 
27 75 10703264 10703385 4.8 6.8 
27 75 10703266 10703390 4.8 6.8 

20- 3/4" / 25-1"/ 32-1
¼" 40 -1½" / 50-2"

40/50/63 
60/65/75/80 
90/100/110 

125/140/150/160 
200 

250/300/315 
350/400/450/500 27 75 10703275 10703395 6.4 9.9 

H = 650 H = 1000 
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Extension spindle for gate valve




